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Verlegesystem Megaloc im Fliesenformat ohne integrierte Trittschalldämmung
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max. 2 mm / 1 m
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Rel. Hum. 50-60%
Temp. > 18°C (64°F)

max. 29°C 
84°F
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≥ 30 cm
12 in ≥ 30 cm

12 in

rel. hum. 40-60%
temp. >18°C/64°F
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temp. >18°C /64°F
rel. hum. 40–60%
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min. 1/3 length

19

min. 1/3 length

20

16 17

1

2
3

20-30°
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3/8 in
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> 15 cm
 6 in
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> 15 cm

 6 in
V2

PE

11 m
36 ft

max. 40˚C
max. 104˚F

> 30 cm
12 inch

> 50 cm
20 inch

10 mm
3/8 inch > 20 cm

8 inch

11 m
36 ft

11 m
36 ft
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> 15 cm
6 in

> 15 cm
6 in

x x

x=10 mm 
          3/8 in
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P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120

CA 0,3 CM % CT 1,8 CM %

DIN 18365
EN 1264-2

DIN 18365, EN 1264
4
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max. 3 mm, 1/8 in

CS > 60 kPa 

CC > 20 kPa

0,2 mm PE

SD > 75 m

P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120P 120


